PIPE CLAMP (STAINLESS

VERTICAL BLOCKING STEEL TOLCO 4H
316SS) WITH RODS
FOR 11 1/4'=22 1/2°—30" BENDS | (STAINLESS STEEL—ALL
THREAD 316SS)
PIPE
SIZE VB [CUFTl A D L
3 o ) 99 ) VERT.
47 |11.1/4°] 8 |2.0]3/47[1.5 BEND
22 1/21 11 2.2 2.0’ -
30° 17 2.6 | A
6" |11 1/4°] 11 |2.2°13/47| 2.0 i
22 1/21 25 [2.9° < =
) )
30° 41 13.5 g
8" (11 1/4°| 16 |2.5|3/4" 2.0° Y )
22 1/2] 47 |56 | - A ‘ e DETAL
30° 70 [ 4.173/47125 }‘—* W—5, APPLIES
5 ; ; 5 ; TO ALL
127 11 1/4°| 32 [3.2°]3/47] 2.0 ACHORS
22 1/2°| 88 |4.5]7/8"|3.0 VERTICAL BLOCKING
30° 132 | 5.1 FOR 11 1/4°, 22 1/2°, & 30° BENDS
167 (11 1/4°| 70 | 4.1 |7/8"|3.0"| PIPE CLAMP (STAINLESS
; ; 51 STEEL TOLCO 4H
22 1/2°] 184 5[7’1 1/8’420 3165S) WITH RODS
30° 275|6.5 1 1/4 (STAINLESS STEEL—ALL
20" (11 1/4°| 91 |4.5|7/8"|3.0°| THREAD 316SS)
22 1/2°1225 | 6.1 11 1/44.0
VG 113?/4, fsg 2‘2,1 ?{8 ;rs SEE NOTE 3—— | 45°
. 122 1 (TYPICAL)
22 1/2°] 320|6.8" )1 3/874.5 T
30° 480 7.9 1 5/875.5 } 4
VERTICAL BLOCKING FOR 45" BEND L
47 450 [ 30 [31[3/47[2.0 < D 5
6” 68 | 4.1 =2
bR} b D
8 123 15.0 " Z
12" 232 6.1 |3/4” 2.5 4
16" 478 7.8 11 1/8"4.0 . —
20 56018201 1/47) VERTICAL BLOCKING
24 82019.4' 1 3/87| 4.5 FOR 45° BENDS
NOTES:
aA}ﬁEQ( .
1. CONCRETE BLOCKING BASED ON 200 g%ﬁﬁ% Clty of
PSI PRESSURE AND 2500 PS| <% Bellevue

CONCRETE.

2. LEAVE BLOCK OPEN OR SHEETED 24
HOURS MINIMUM.

5. MEGA—-LUG FITTINGS.
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